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Uloha CT v radioterapii
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e L okalizace nadoru

e Planovani terapie-optimalizace
davek

e Simulace lécby (overovani)



im Lokalizace nadoru

Pro planovani a provadeni leécby je nutné:

e znat velikost a umisténi nadoru (cilovy
objem)

e rozlozeni okolnich organt (mozna rizika)

e perfektni oznaceni sméru plsobeni
zareni pomoci znacek na kizi



Lokalizace nadoru

Umisténi nadoru a rozmisténi okolnich organi, které
mohou byt terapii ohrozeny-presnost terapie
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Referencni znacky na kiizi pacienta

Pozice znacek musi odpovidat lokalizaci nadoru pomoci CT




im Referencni znacky na kiizi pacienta

Nastaveni pacienta musi byt predevsim
reprodukovatelné

e rovne loze

e polohovani casti pacientova teéla
e pouziti podlozek a imobilizacnich pomiicek
e zajisteni klidného dychani

 prijem tekutin (odvadéni moce)



Planovani lécby

Optimalizace a distribuce davek zareni

Absorpce zareni ve vodnim
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Planovani lécby
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Velikost svazku (energii),
smér plsobeni, volba
stinéni, atd.
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Overovani lécby na simulatoru

Radioterapeuticky simulator




Uloha CT skeneru v R/T planovani

CT poskytuje data o Pozadavek na skener:

pacientovi: e dostatecna apertura portalu

e objem nador vypocCitany z < velké skenované pole

3D obrazu . ,
e presnost laseroveho , markru®

» normalni anatomiitelas 1o 16710 s imobilizagnimi
lokalizaci okolnich organii o )

pomuckami
* obrysy pacienta » presnost stanoveni CT Cisel

e presné nastaveni x, y, zpozic



Uloha CT skeneru v R/T planovani

Apertura portalu
Velké skenované pole

Presnost laserového markru (x,y,z)



Uloha CT skeneru v R/T planovani

Imobilizacni pomticky presné stanoveni CT cCisel

T Comected




*M Uloha CT skeneru v R/T planovani
// Graf zavislosti CT cisel
na elektronové hustoté

W//////////////



Uloha CT skeneru v R/T planovani

resnost délkovych méreni souvisi rovhéz s posuvem
lGizka




Radioterapeuticky simulator

Radiotherapy Treatment Simulator =
with solid state detector array for CT

imaging

Aperture: 80 - 92 cm

Scan time: h5 seconds
Slice width: 2.5 10 mm
Spatial resolution: =6.7 Ip/cm

Solidstate | = o e
detectorarray | - .- . e




Radioterapeuticky CT skener

35cm large bore design
60cm display field-of-view

Spiral scanning

2 - 8 mm imaged slice

1 -4 sec scan time
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4 sec reconstruction time

Philips ACQ SIM CT:
Dedicated Oncology Scanner

15 Ipfcm limiting resolution
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Zobrazeni nadoru a verifikace
terapie zarenim



CT simulace — specialni software
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